


Model STABI S STABI SD STABI REF2 STABI M STABI XL DC
Mass (kg) 13 15,5 40 60 77
Platter mass (kg) 4 4 8 12 22
Platter material aluminium aluminium aluminium & acyrlic aluminium & acyrlic aluminium & acyrlic
Bearing type Pointed shaft pointed shaft ruby ball – inverted ruby ball – inverted ruby ball – inverted
Shaft diameter (mm) 10 10 16 16 28
Chassis / Levelling brass / no brass / no aluminium & acyrlic / yes aluminium / yes brass / no
Turntable levelling no no no yes no
Motor (pcs) 1 AC 1 AC 2 AC 1 DC 1 DC
Belt rubber rubber rubber special special
External power supply optional optional yes yes yes
Speeds (rpm) 33; 45 33; 45 33; 45, 78 33; 45, 78 33; 45, 78
Armboard no ( optional) yes yes yes yes
VTA adjustment yes yes no no yes: VTA tower
No. of tonearms 1 (+1 optional) 2 1 1 1 (+2 optional)
Suspended no no yes (2.2 Hz) special no
Dimensions (mm) 400 x 300 x 170 400 x 400 x 170 500 x 400 x 200 600 x 500 x 280 450 x 450 x 300
Finishes brass or black brass or black black black brass or black
Clamp optional optional yes yes yes
Mat yes yes yes yes yes
Lid yes no no yes no
Accessories oil; allen keys oil; allen keys oil; allen keys oil; allen keys oil; allen keys

Options

SD kit; 12 inch kit;
platter kit (2.6 kg); armboards;

power supply (adjustable 33, 45, 78 
rpm); clamp; supporting platforms

SD kit; 12 inch kit;
platter kit (2.6 kg); armboards;

power supply (adjustable 33, 45, 78 
rpm); clamp; supporting platforms

armboards
armboards,

different finishes
 tonearm towers (14 kg);

armboards

MODEL STOgI S STOgI S 12 STOgI S 
12VTA STOgI STOgI REF STOgI REF 

313
STOgI REF 

313VTA 4 POINT 4 POINT 14 AIR LINE

Effective length (mm) 229 304.8 304.8 229 229 313 313 280 356 184
Arm mount distance (mm) 212 291 212 212 212 300 212 212 291 212
Distance from spindle to 
horizontal bearing (mm) 212 291 291 212 212 300 300 264 344 irelevant

Bearing type unipivot unipivot unipivot ball bearings ball bearings ball bearings ball bearings 4 pivot 4 pivot Air bearing
Effective mass (g) 11 12 12 12 13 13 13 18 19 vert.: 13; horiz.: 80
Total mass (g) 690 810 1750 870 800 980 2010 2050 2150 2270
Offset angle (°) 23 17.8 17.8 23 23 17.4 17.4 19.5 15,2 0
VTA adjustment yes yes VTA tower yes yes Yes VTA tower VTA tower VTA tower VTA tower
Azimuth yes yes yes yes worm drive worm drive worm drive worm drive worm drive worm drive
Tube straight straight straight straight conical conical conical conical conical conical
Bias yes yes yes yes yes yes yes yes yes –
Max std. cartridge weight (g) 15 15 15 15 15 15 15 35 35 25
Optional light and heavy 
counterweight yes yes yes yes yes yes yes yes yes yes

Damping yes yes yes no no no no separate vert. 
& hor.

separate vert. 
& hor. yes

Detachable headshell no no no no no yes yes yes (+ 1 spare) yes (+ 1 spare) no
Arm mount Kuzma & Stogi Kuzma & Stogi Kuzma & Stogi Kuzma & Stogi Kuzma & Stogi Kuzma & Stogi Kuzma Kuzma Kuzma Kuzma
Standard wiring copper copper copper copper copper copper copper silver silver silver

Accessories

protractors; 
allen keys;
cartridge 

mount. screws
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cartridge 

mount. screws
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mount. screws
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protractors; allen 
keys;

cartridge mount. 
screws

Options XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin XLR; 5 pin

Model CAR–20 CAR–30 CAR–40 CAR–50

Type Moving Coil Moving Coil Moving Coil Moving Coil

Coil Wire STD Copper 5N Copper 4N Silver 4N Silver

Cantilever material Aluminium Boron Boron Sapphire

Stylus Synthetic Elliptical Microridge Microridge Microridge

Frequency Response 10 Hz - 33 kHz 10 Hz - 35 kHz 10 Hz - 40 kHz 10 Hz - 45 kHz

Output Voltage (3.54 cm/1 kHz) 0.3 mV 0.3 mV 0.3 mV 0.3 mV

Channel Balance  (1 kHz) <1 dB <1 dB <1 dB <1 dB

Channel Separation (1 kHz) >23 dB >25 dB >28 dB >30 dB

Tracking Force 2.0 gr 2.0 gr 2.0 gr 2.0 gr

Compliance 8 x 10-6 cm/dyne 10 x 10-6 cm/dyne 10 x 10-6 cm/dyne 10 x 10-6 cm/dyne

Trackability 70 μm/2.0 gr >70 μm/2.0 gr >70 μm/2.0 gr >70 μm/2.0 gr

Internal Impedance 4 Ω 4 Ω 6 Ω 6 Ω

Load Impedance >100 Ω >100 Ω >100 Ω >100 Ω

Net Weight 17 gr 17 gr 17 gr 17 gr
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